Strong-Tie

Technical data sheet

IUC - FACE FIX CONCEALED FLANGE HANGER
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TECHNICAL DATA

IUC Installed with 3.75x30mm Nails - Safe Working Load

Dimensions Fasteners Safe Working Loads [kN]
Header Joist gl S
References A B c Joist Header Header
I L Long Term Long Term
Qty Specification Qty Specification Dov?/nload Dov%nload
1UC142/40 40 142 51 6 3.75x 30 2 3.75x 30 2.09 2.44
1UC192/40 40 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/40 40 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC142/47 47 142 51 6 3.75x 30 2 3.75x 30 2.09 2.44
1UC192/47 47 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/47 47 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC192/50 50 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/50 50 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC192/53 53 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/53 53 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC192/61 61 192 51 10 3.75 x 30 2 3.75 x 30 3.48 4.06
1UC217/61 61 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC192/66 66 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/66 66 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC192/72 72 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/72 72 217 51 12 3.75x 30 2 3.75x 30 417 4.88
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Technical data sheet

IUC - FACE FIX CONCEALED FLANGE HANGER

Strong-Tie

Dimensions Fasteners Safe Working Loads [kN]
Header Joist Q16 & I- LSL or LVL
References A B c Joist Header Header

e P Long Term Long Term

Qty Specification Qty Specification Dov?/nload Dov%nload
1UC192/75 75 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/75 75 217 51 12 3.75x 30 2 3.75x 30 417 4.88
1UC192/91 91 192 51 10 3.75x 30 2 3.75x 30 3.48 4.06
1UC217/91 91 217 51 12 3.75x 30 2 3.75x 30 417 4.88

IUC Installed with 3.75x30mm Nails - Characteristic

Dimensions Fasteners Characteristic Capacity [kN]
. C16 & I- LSL or LVL
References A B c Header Joist Joist Header Header
Qty Specification Qty Specification Download Download
1UC142/40 40 142 51 6 3.75x 30 2 3.75x 30 3.80 8.10
1UC192/40 40 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/40 40 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC142/47 47 142 51 6 3.75x 30 2 3.75x 30 3.80 8.10
1UC192/47 47 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/47 47 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/50 50 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/50 50 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/53 53 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/53 53 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/61 61 192 51 10 3.75 x 30 2 3.75 x 30 7.54 13.50
1UC217/61 61 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/66 66 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/66 66 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/72 72 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/72 72 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/75 75 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/75 75 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20
1UC192/91 91 192 51 10 3.75x 30 2 3.75x 30 7.54 13.50
1UC217/91 91 217 51 12 3.75x 30 2 3.75x 30 10.00 16.20

IUC Installed with 3.75x75mm Nails - Safe Working Load

Dimensions Fasteners Safe Working Loads [kN]
Face Joist Q16 & I- LSL or LVL
References A B c Joist Header Header

. P Long Term Long Term

Qty Specification Qty Specification Dov?/nload Dov%nload
1UC142/40 40 142 51 6 3.75x75 2 3.75x 30 257 297
1UC192/40 40 192 51 10 3.75x75 2 3.75x 30 4.28 4,95
1UC217/40 40 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC142/47 47 142 51 6 3.75x75 2 3.75x 30 2.57 297
1UC192/47 47 192 51 10 3.75x75 2 3.75x 30 4.28 495
1UC217/47 47 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC192/50 50 192 51 10 3.75x75 2 3.75x 30 4.28 4.95
1UC217/50 50 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC192/53 53 192 51 10 3.75x75 2 3.75x 30 4.28 4.95
1UC217/53 53 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC192/61 61 192 51 10 3.75x75 2 3.75x 30 4.28 4.95
1UC217/61 61 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC192/66 66 192 51 10 3.75x75 2 3.75x 30 4.28 4.95
1UC217/66 66 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC192/72 72 192 51 10 3.75x75 2 3.75x 30 4.28 4.95
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IUC - FACE FIX CONCEALED FLANGE HANGER

Strong-Tie

Dimensions Fasteners Safe Working Loads [kN]
Face Joist Q16 &I- LSL or LVL
References A B c Joist Header Header

P P Long Term Long Term

Qty Specification Qty Specification Dov?/nload Dov%nload
1UC217/72 72 217 51 12 3.75x 75 2 3.75x 30 5.13 5.94
1UC192/75 75 192 51 10 3.75x 75 2 3.75x 30 4.28 4.95
IUC217/75 75 217 51 12 3.75x75 2 3.75x 30 5.13 5.94
1UC192/91 91 192 51 10 3.75x 75 2 3.75x 30 4.28 4.95
1UC217/91 91 217 51 12 3.75x 75 2 3.75x 30 5.13 5.94

IUC Installed with 3.75x75mm Nails - Characteristic

Dimensions Fasteners Characteristic Capacity [kN]
. C16 & I- LSL or LVL
References A B c Header Joist Joist Header Header
Qty Specification Qty Specification Download Download
1UC142/40 40 142 51 6 3.75x75 2 3.75x 30 7.86 10.68
1UC192/40 40 192 51 10 3.75x75 2 3.75x 30 13.10 17.80
1UC217/40 40 217 51 12 3.75x75 2 3.75x 30 15.73 20.74
1UC142/47 47 142 51 6 3.75x 75 2 3.75x 30 7.86 10.68
1UC192/47 47 192 51 10 3.75x75 2 3.75x 30 13.10 17.80
1UC217/47 47 217 51 12 3.75x75 2 3.75x 30 15.73 20.74
1UC192/50 50 192 51 10 3.75x 75 2 3.75 x 30 13.10 17.80
1UC217/50 50 217 51 12 3.75x 75 2 3.75x 30 15.73 20.74
1UC192/53 53 192 51 10 3.75x 75 2 3.75 x 30 13.10 17.80
1UC217/53 53 217 51 12 3.75x 75 2 3.75x 30 15.73 20.74
1UC192/61 61 192 51 10 3.75x75 2 3.75x 30 13.10 17.80
1UC217/61 61 217 51 12 3.75x75 2 3.75x 30 15.73 20.74
1UC192/66 66 192 51 10 3.75x 75 2 3.75 x 30 13.10 17.80
1UC217/66 66 217 51 12 3.75x 75 2 3.75x 30 15.73 20.74
1UC192/72 72 192 51 10 3.75x 75 2 3.75x 30 13.10 17.80
1UC217/72 72 217 51 12 3.75x 75 2 3.75x 30 15.73 20.74
1UC192/75 75 192 51 10 3.75x 75 2 3.75x 30 13.10 17.80
1UC217/75 75 217 51 12 3.75x 75 2 3.75x 30 15.73 20.74
1UC192/91 91 192 51 10 3.75x 75 2 3.75x 30 13.10 17.80
1UC217/91 91 217 51 12 3.75x75 2 3.75x 30 15.73 20.74
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Strong-Tie

IUC - FACE FIX CONCEALED FLANGE HANGER

INSTALLATION

Installation

Use all specified fasteners. Verify that the header can take the fasteners specified in the table.
Web stiffeners are not required with I-Joists when the top flange is laterally supported by both sides of the hanger.
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